- For use in Composite Materials,

S Wood, HDPE Pipes,
Resin Materials, efc...

EXCELLENTcutting performance!,

Characteristics Specifications

© Quick change system easily locks and unlocks cutter O Dia :25/32" (20mm) - 6-5/16" (160mm)

from shank. -
© Drill h:4"
O Safe and Easy drilling with rotary mode only. ° Lgnmghiipkt (") a&(ﬁg ) for deeper drillin
O Carbide tipped and specially designed for clean 9 P 9.

burr-free drilling. O Shank dia : ZOI)({C“E 3227?52"8("2 (; "L;' I
o shank : " (20mm) - 1-3/4" (45mm).
Precaution L shank : 2" (50mm) - 6-5/16" (160mm).

© Use "Wooding Core Bit" to drill a hole in materials that contain nails.

For use in

© Composites, plastic, fiberglass
© Wood, Plywood, Artificial Marble

©PVC pipe and HDPE pipe MIYANAGA

ISO 9001/14001 Certified
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DELTAGON BIT SDS-MAX /'S
Size Table

Deltagon Bit SDS-Max Deltagon Bit Spline

BEL | PRI %rtlelg?hg ?\éﬁgﬁy Cuttmg'gfdges BEL | PRI %”elgpr? ?\éﬁgﬁy Cuttmg'gfdges
3/8 | DLMAX388 8 13 3/8 DLSP386 6 11
3/8 | DLMAX3816 16 21 3/8 DLSP3811 11 16
7/16 | DLMAX7168 8 13 3/8 DLSP3818 18 23
7/16 | DLMAX71616 16 21 1/2 DLSP126 6 11
1/2 | DLMAX128 8 13 1/2 DLSP1211 11 16
1/2 | DLMAX1216 16 21 * 1/2 DLSP1218 18 23
9/16 | DLMAX9168 8 13 5/8 DLSP586 6 11
* 9/16 | DLMAX91616 16 21 5/8 DLSP5811 11 16
5/8 | DLMAX588 8 13 5/8 DLSP5818 18 23
5/8 | DLMAX5816 16 21 3/4 DLSP346 6 11
11/16 | DLMAX11168 8 13 3/4 DLSP3411 11 16
11/16 | DLMAX111616| 16 21 | | 3/4 DLSP3418 18 23
3/4 | DLMAX348 8 13 7/8 DLSP7811 11 15
3/4 | DLMAX2416 16 21 7/8 DLSP7818 18 22
13/16 | DLMAX13168 8 13 1 DLSP111 11 15
|| 13/16| DLMAX131616| 16 21 1 DLSP118 18 22

27/32 | DLMAX27328 8 13
27/32| DLMAX273216| 16 21

7/8 | DLMAX788 8 | 13 ¥ :NOT RELEASED YET!

7/8 | DLMAX7816 | 16 | 21

1 |DLMAX18 8 | 13

1 | DLMAX116 16 | 21

& |MIYANAGA America Corp. ISO 9001/I1SO14001 Certified
40 Shuman Blvd.Suite 328 www.miyanagaamerica.com

Naperville,lllinois 60563 USA
Tel:(630)778-3496 Fax:(630)778-3509

MIYANAGA CO.,LTD
Registered office and Factory-Japan
Represetative Office-Europe
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MIYANAGA

SDS-plus

Lizenz BOSCH

DELTAGON BIT

SDS-PLUS SHANK

SOLID CARBIDE HEAD

Safer Drilling Against
Re-bar 979

Triple cutting edge reduces the sticking when
hitting a re-bar.

Penetrates 'I'hrough
Deck-Plate
Drills through
steel plate

(1/16" thick)
and concrete.

°
Drllls Neur-Per'e" Round hole Outside diameter
ROUII(I Ho‘es T % for anchor

The absence of a
chisel-point cutting
edge(*1) eliminates
rifling(*2) and
prevents the
occurrence

of triangular holes.

Deltagon bit

Outside diameter
Triangular hole for anchor

Normal bit

Smooth and Easy Centering

The center point
one-piece carbide ! |
head helps to

achieve smooth e ‘ "“}_

and easy
Deltagon bit

centering. Normal bit

Longer Life

The wear of the outside diameter is much less
compared to the standard bits.

Most drill bits have a chisel edge
which causes rifling.
During this rifling process, both
ends of the chisel edge become
momentary axis of the drill bit.
This produces a hole with a
triangular or pentagonal shape.
Our Deltagon solid carbide head, p—
the ideal shape for a drill bit tip, AT PN
produces near-perfect round holes. 2\
N/
N

*1 Chisel Edge

*2 Rifling





